Air lonizer Verification Record

lonizer Verification Sequence Number: __ OX-00%
WORKING STANDARD USED
AssetfIS0 #: Manufacturer: Model: Serial Mo. Calibration Date: | Calibration Due: Calibration By:
256 | Ton 775 762¢ /it | afefv JPL
AIR IONIZER INFORMATION
Asset/|SO # Manufacturer: Model: Sernal Na. Werification Date: | Verification Due: Weri jon By:
JPL
28463 Ton Ca42 Y59% 2-26.0% 2.2%. 9K d:b
[ Inspector: Location: Cwner. Fail: Y/N 7 Cleaned: Y/N ? Adjusted: Y/N 7 PriorSetuences
| Hmh Do Iﬂi"?}*ﬂ’*s"f’ Harlla ﬂ#ﬂa' N N A MA
WVERIFICATION DATA
HBM Sensitivity Lavel: 52? v (from Tahble 1)
Fan contraller setting: :I:helj \ {High, Low, NA)
o
Distance of icnizer from the charge plate: 24
lonizer Float Potential Tolerance 59 Vde.,  (from Table 1)
Measured Float Potential values recorded balow.
1 F] 3 | 4 5 Comments:
() v g Vi 0 Vide. II p Ve g Ve

lonizer Dizcharge Time Tolerance: [4 ﬁa seconds.

lanizer Discharge Voltage Range: = 1000 Vde to< % 55 Wde

ifrom Table 1)

Measured Discharge Time in second(s) and recorded values below.

(from Table 1)

1 (+1000 to +\de) | 2 (+1000 to +Vdc) 3 (+1000 to +Vdc) | 4 (+1000 to +Vde) | 5 (+1000 to +\dc) Comments:
54 s@c e SEC 5 = S2C 2 d'-!- s8C 3_4 S8C

1 (-1000 ta -Vdc) 2 (-1000 to -\vdc) 3 (=1000 to -Vdc) 4 {-1000 to -Vda) 5 (-1000 to -\Vdc) Comments:
4 Q  sec 4. & == 4. 5 s8c 4. s sec ,:;}_ 45 sec

Asset/ SO #: Manufacturer:

Sequence number for verification of replacement lonizer:

Record inspection schedule and rational for that schedule.

Model;

If lonizer was replaced, indicate below the identification of replacement.

Serial Mo.:

Record any corrective action required to restored ionizer operation (cleaning, adjustment, replacement, etc.)




